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GENERAL NOTES

EXISTING OPTICOM ¢ 6 EMERGENCY FLASHING
1. THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL AND DISPOSAL DETECTOR EYE PRE-EMPTION  OPERATION
OF ALL EXISTING SIGNAL HEAD EQUIPMENT AND CABLE. 12
2. ALL REMOVED SIGNAL EQUIPMENT SHALL BECOME THE PROPERTY - PHASING NOTES:
OF THE CONTRACTOR. é C 1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
3. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS 2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

SO THAT THE CONFLICT MAY BE RESOLVED.
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FPROJECT DESCRIPTION

THIS PROJECT INVOLVES THE REPLACEMENT GOF EXISTING
SIGNAL HEADS WITH NEW BLACKFACED SIGNAL HEADS.

CHERRY WAY

b

\ RIGHT OF WAY 47480
\ 9401

[} o =
=1

I
=
=

\ ' 5 &

1

il

=

kn

73]

/‘>

w

D S

s s I

e Goane . "

it

%\v d — | M— pe— I_\‘v = prmm—— § _—
1 A ¥ A

b < "A. —— ﬁ A A A e A
I%séz RIGHT OF WAY ‘o F’I\IC:JLSBER @ / 4,;%; ' . *' / 4,;.%; RIGHT OF WAY ﬁgé_els
94039 : :U: / 93985
CONSTRUCTION DETAILS g (
A. REMOVE EXISTING SIGNAL HEAD AND REPLACE WITH PROPOSED BLACKFACED SIGNAL HEAD > ] FQUIPMENT LIST “B”
ON EXISTING MAST ARM AS SHOWN e
B. REMOVE EXISTING OPTICALLY PROGRAMMED SIGNAL HEAD AND REPLACE WITH PROPOSED BLACK- T B. EQUIPMENT TO BE FURNISHED AND/OR
FACED OPTICALLY PROGRAMMED SIGNAL HEAD ON EXISTING MAST ARM AS SHOWN INSTALLED BY THE CONTRACTOR.
C. USE EXISTING MAST ARM POLE
D. USE EXISTING CONDUIT E ITEM NO. QUANTITY DESCRIPTION
D
E. USE EXISTING HANDHOLE /7 1001 1 EA MAINTENANCE OF TRAFFIC
F. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER G 8009 T EA FURNISH AND INSTALL 12 IN. OPTICALLY PROGRAMMED SIGNAL
i i HEAD SECTION
! 8011 19 EA FURNISH AND INSTALL 12 IN. VEHICULAR SIGNAL HEAD SECTION
E D 8048 1 EA REMOVE AND DISPOSE OF EXISTING SIGNAL EQUIPMENT
E 8084 SO LF FURNISH AND INSTALL ELECTRICAL CABLE 5-CONDUCTCOR (NC. 14 A.W.G.)
8085 640 LF FURNISH AND INSTALL ELECTRICAL CABLE 7-CONDUCTORE (NO. 14 AJW.G.)
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